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LOW PRESSURE FILTERSLOW PRESSURE FILTERS

Internormen l
working press
filters are use
from contamifrom contami
recommended
accumulators,
according to t
during parts o

Characteristics
The filters can be installed as suction fil
filters.
Coarse filters of the GFK series are suita
bar.
The GFK filter elements are filter baske
material. The perforated center tube is 
flow direction is from inside to the outs
In‐line filters of the LF series are suitab
The LF Series filter element consists of 
which is supported on the inside by a p
the end caps with a high‐quality adhesi

Products
LF SeriesLF Series
LF 63
LF 101
LF 251‐1100
LF 1201‐10001
LF 1211‐10011LF 1211 10011
LF 1950‐2200
LF 2005‐4005
GFK Series
GFK 50‐80
GFK 100 500

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
Telf : +34 93 656.27.97 ‐ Fax : +34

GFK 100‐500

low pressure filters are suitable for a 
sure up to 1450 PSI (100 bar). Pressure 
d to protect downstream components 
nation levels beyond thenation levels beyond the 
d cleanliness target. In systems using 
, pressure filters must be sized 
the large effective flow rates present 
of the duty cycle. 

lters, pressure filters or return‐line 

able for a working pressure up to 16 

ts with steel wire mesh as filter 
layed out with steel wire mesh. The 
side.
le for a working pressure up to 32 bar.
star‐shaped, pleated filter material p , p
perforated core tube and is bonded to 
ive.
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HIGH PRESSURE FILTERSHIGH PRESSURE FILTERS

Internormen h
working press
Pressure filter
components fcomponents f
recommended
accumulators,
according to t
during parts o

Characteristics 

ML, MNL series are designed for mount
lightweight filters for low to medium prlightweight filters for low to medium pr
clearance during element change.
HP filters can be in‐line or flange moun
accommodate very high flow rates with
and indicator options available.
HPW i filt f fl thHPW series are filters for flange or thre
filtration, to be used where filtration ca
HPV, MDV are in‐line pressure filters gu
clean oil: if the element clogs, change is
possible to downstream components.
Series MNU, HNU, HPU and HPP are de
in pressure lines, thereby saving space 
point needed.
HPF, HPX and HPY filters are meant for 
providing filtration exactly where neede
from passing downstream during filter 
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high pressure filters are suitable for a 
sure higher than 1450 PSI (100 bar). 
rs are used to protect downstream 
from contamination levels beyond thefrom contamination levels beyond the 
d cleanliness target. In systems using 
, pressure filters must be sized 
the large effective flow rates present 
of the duty cycle.

ting in pressure lines. Economical, 
ressure applications Require minimalressure applications. Require minimal 

ted in pressure lines and are able to 
h a single housing. Various designs, port 

d d ti f ibleaded mounting, for reversible 
an occur in both directions.
uaranteeing a permanent supply of 
s forced, which means no damage is 

esigned for flange or manifold mounting 
and providing filtration directly at the 

manifold mounting in pressure lines, 
ed, thereby preventing contaminants 
element changes.
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HIGH PRESSURE FILTERSHIGH PRESSURE FILTERS

Products
FHP Series
•FHP 60‐150

HP
•H

HP Series
•HP 31
•HP 61‐151
•HP 170‐450
•HP 171‐451

•H
HP
•H
•H
•H

•HP 601‐1351
HPV Series
•HPV 60‐150
•HPV 170‐450
HPP Series

HP
•H
•H
HP
•H

•HPP 60‐450
•HPP 601‐1351
HNU Series
•HNU 401
HPU Series

•H
MF
MF
ML
ML

•HPU 601‐1351
HPF Series
•HPF 30. HPFO 30
•HPF 60‐450
•HPF 601‐1351

ML
MN
•M
MD
•MHPF 601 1351 M
MN
•M

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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PW Series
PW 60‐450
PW 601‐1351
PX Series
PX 60‐150
PX 170‐450
PX 601‐1351
PY Series
PY 60‐150
PY 170‐450
PZ Series
PZ 32
PZ 90
F Series
F 30, MFO 30
L Series
L 30, MLO 30,
L 170‐450
NL Series
MNL 40‐100
DV Series
MDV 40‐63MDV 40 63
NU Series
MNU 250‐400
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RETURN LINE FILTERSRETURN LINE FILTERS

Internormen o
designs and fo
The housings 
within the res
an in‐tank filte
applications.
Return line filt
additional bre
be incorporate
that the fluid 
entering the s

Characteristics
Return In‐Line Filters RF series are light
for connection in return lines
TEF series, In‐tank Return Line filters arTEF series, In tank Return Line filters ar
ports and a removable bowl which prev
reservoir
TEFB series are In‐tank Return Line filte
TRS, TNRS series are tank‐mounted retu
suitable for mobile hydraulic applicatiosuitable for mobile hydraulic applicatio
hydraulic circuits
TRW series are horizontal return line fil
level.

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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offers return line filters in various 
or different application possibilities. 
can be mounted in‐line or directly 
servoir itself (sometimes referred to as 
er). Ideal for use in mobile 

ters may also be equipped with 
eather filters. Secondary ports may also 
ed to add make‐up fluid and ensure 
is transferred through a filter before 
system

tweight aluminum design filters, designed 

re easy to change with multiple inletre easy to change with multiple inlet 
vents contamination from entering the 

ers with additional air breather
urn line filters with suction connection 
ns with a minimum of two independentns with a minimum of two independent 

lters for mounting below the tank fluid 

‐ E‐08620 ‐ Sant Vicenç dels Horts – Barcelona ‐ España
4 93.676.98.25 ‐ www.interfluid.es



6/15

HIGH PRESSURE FILTERSHIGH PRESSURE FILTERS

Products
RF Series
•RF 210‐320
TEF Series

DTEF Series
•DTEF 70
•DTEF 120TEF Series

•TEF 41
•TEF 55‐320
•TEF 426
•TEF 625
•TEF 952

•DTEF 120
•DTEF 320
•DTEF 426
•DTEF 625
•DTEF 952
•DTEF 1652•TEF 952

•TEF 1652
•TEF 2551
•TEF 4801‐7201
TEFB Series
TEFB 41

•DTEF 1652
•DTEF 2551
TRW Series
•TRW 310
TNRS Series
TNRS 101•TEFB 41

•TEFB 55‐120
•TEFB 210‐310

•TNRS 101
TRS Series
•TRS 625
•TRS 226

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
Telf : +34 93 656.27.97 ‐ Fax : +34

s

22
1

s
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SUCTION FILTERSSUCTION FILTERS
Internormen s
and control sy
should be use
pump inlet lin

li tiapplication po
directly to the
hydraulic pum
from contami
components i

The practical design of the Internomen 
When releasing the filter lid a plate valv
and prevents the return flow of dirt oil 
mounted horizontally the flow out of th

After servicing change the element the
According to operating conditions, diffe
counter flange, etc.) are available for th

ProductsProducts
ASF Series
ASF 25‐275
AS Series
AS 220
AS 632AS 632
SS Series SS 5‐100
TS Series
TS 210‐310
TS 426
TS 625TS 625
TSW Series
TSW 210‐310
TSW 426
TSW 625

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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suction filters protect hydraulic pumps 
ystems from solid contaminants. They 
ed as immersion suction filters on 
nes. These units have various 

ibiliti i t k filt t dossibilities: as in‐tank filters mounted 
e reservoir, in the intake lines of 
mps to afford a degree of protection 
nants to the pump and other 
n the hydraulic system.

suction filters makes service easy. 
ve closes the suction‐inlet of the filter 
to the reservoir, respectively when 
he reservoir is prevented. 

 filter is ready for operation. 
erent accessories (clogging indicators, 
he filter. 
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STAINLESS STEEL PRESSURE FILTERSSTAINLESS STEEL PRESSURE FILTERS

Internormen h
ideally suited 
liquids, fuels, 
cooling lubrica
and for filtrati

The strength and durability of Internorm
unsurpassed Their resistance to corrosunsurpassed. Their resistance to corros
emulsions in off‐shore technology, the 
treatment plants in the power industry,
environmental conditions.

CharacteristicsCharacteristics
High performance series
Modular construction
Easily operated and serviced
High‐quality filter elements
Diff t filt t i lDifferent filter materials

•EH Series EH 31
•EH 60‐150
•EH 240‐450
•EH 601‐1351

•EDA Series EDA
•EDA 101
•EDA 250‐400
•EDA 251‐401EH 601 1351

•EHP Series EHP 60‐90
•EHPF Series EHPF 60‐
150
•EHPF 170‐450
•EHD Series EHD 61‐

EDA 251 401
•EDA 630‐1000
•EDA 631‐1001
•EDA 1004
•EDA 1005
•EDA 1014EHD Series EHD 61

151
•EHD 241‐451
•EDU Series EDU 251‐
401 
•EDU 635

EDA 1014
•EDA 1015
•EDA 2204
•EDA 2205
•EDA 2214
•EDA 2215

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
Telf : +34 93 656.27.97 ‐ Fax : +34

•EDU 635 •EDA 2215 

high‐quality stainless steel filters are 
for filtration of highly contaminated 
lubrication oils, solvents, machine tool 
ants, chemical process cleaning fluids, 
ion of cooling water and seawater.

men stainless steel filters is 
sion makes them suitable for water andsion makes them suitable for water and 
chemical and food industries, water 
y, and in cases of extreme outdoor and 

A 100
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DUPLEX PRESSURE FILTERSDUPLEX PRESSURE FILTERS

Internormen d
their high intr
capability. Th
the first filter 
an integrated 
opposite side 
enables a syst
interruption o

Internormen duplex filters can be mou
lines and are designed for continuous 
Replacing the filter element is easy. Sim
pressure equalization then switch the 
DNA i tifi d d b ildDNA series are certified and build acco

•DU Series DU 63
•DU 101‐401
•DU 631‐1950
•DU 635

•DN
250
•DN
•DA

•DU 1050‐2050
•DU 2005‐4005
•DSF Series DSF 1201‐10001
•DSF 1205‐10005
•DSF 176‐331
•DSF 180‐340

•DA
•DA
•DA
•DA
•DA
•DADSF 180 340

•DNR Series DNR 1001‐8201
•DNR 1005‐8205
•DUV Series DUV 635
•DUV 1050‐2050
•DUV 2005‐4005

DA
•DA
•DA
•DA
•DA
•DA

HDD Series
•HDD 3
•HDD 30
•HDD 61‐151
•HDD 170‐450
•HDD 601‐1351

•DA
•DA
DGF
•DG
MD
•MD

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
Telf : +34 93 656.27.97 ‐ Fax : +34

HDD 601 1351 MD

duplex pressure filters are known for 
rinsic stability and excellent filtration 
ese filters operate continuously, when 
needs replacement or maintenance, 
rotary slide valve switches flow to the 
without interruption to flow. This 
tem to work continuously without 
or shutdown. 

unted into suction, pressure or return 
filtration without system shutdown. 
mply open the shut‐off valve for 
filter to the opposite side. The DA and 
di t ASME t d dording to ASME standards.

NA Series (according to ASME) DNA 
0‐630
NA 1050‐2050
A Series (according to ASME) DA 100
A 101
A 250‐400
A 251‐401
A 630‐1000
A 631‐1001
A 1004A 1004
A 1005
A 1014
A 1015
A 2204
A 2205
A 2214
A 2215
FK Series
GFK 01‐07
DD Series
DD 40‐63
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SPIN‐ON FILTERSSPIN ON FILTERS

Spin‐on filters
directly in‐linedirectly in line
containing an 
threaded post

The In‐line filter series WPL spin‐on‐fil
pressure up to 145 psi (10 bar) and are
lines and return lines. The spin‐on‐filte
These series allow an easy maintenanc
Aft l th l t iAfter use, replace the complete spin‐o
gauge are available for the WPL‐filter.

Applications Agricultural equipment ‐
Metal forming presses
Strapping systems
Brush Chippers
Turf maintenance equipment
Small power units

Products
WPL 45‐260

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
Telf : +34 93 656.27.97 ‐ Fax : +34

s typically consist of a head mounted 
e with the return piping and a canistere with the return piping and a canister 
element which screws onto a 
t.

ters are suitable for an operating 
e chosen for mounting into pressure 
ers directly screw to hydrostatic drives. 
ce with short operating interruption. 

filt A it h don‐filter. A pressure switch and pressure 

tractors, spreaders, harvesters

‐ E‐08620 ‐ Sant Vicenç dels Horts – Barcelona ‐ España
4 93.676.98.25 ‐ www.interfluid.es



11/15

FILTERS ELEMENTSFILTERS ELEMENTS
Internormen p
4000 different
with highest d
consistent filte
diff Vdifferences. V
types and mic
a long lifetime
bonding and p
tested in our R

Interpor Fleece (VG) Glass Fiber
Deep filtration
High particle holding capacity
Best micron rating at high Δp
U bl f i l il l i dUsable for mineral oils, emulsions, and
hydraulic fluids and lubrication oils
Filter fineness based on filtration quot
4 μm(c), 5 μm(c), 7 μm(c), 10 μm(c), 1

Paper Matting (P)
Deep filtration
Constructed of paper and polyester fib
High material stability and strength
Available in 10 μm and 25 μm fineness

Stainless Steel Mesh (G)
Surface filtration
Provides high resistance filter element
hydraulic fluid used)y )
Partially cleanable
Available in 25 μm, 40 μm, and 80 μm 
micron ratings on request)

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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product line consists of more than 
t types of high‐quality filter elements 
dirt‐holding capacities ensuring 
er efficiency, even at high pressure 
V i filt t i l t tiVarious filter materials, construction 
cron ratings are available guaranteeing 
e of your systems. Filter materials, 
processing are regularly controlled and 
R&D centers.

d f t th tid for most synthetic

tient ßx(c) ≥ 200:
5 μm(c), and 20 μm(c) 

ber

s

ts (irrespective of the

finenesses (other

‐ E‐08620 ‐ Sant Vicenç dels Horts – Barcelona ‐ España
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FILTERS ELEMENTSFILTERS ELEMENTS

Eaton Internormen filter elements are t
ISO‐Standards:
ISO 2941 Verification of collapse/burst 
ISO 2942 Verification of fabrication inteISO 2942 Verification of fabrication inte
ISO 2943 Verification of material compa
ISO 3723 Method for end load testing
ISO 3724 Verification of flow fatigue ch
ISO 3968 Evaluation of pressure drop v
ISO 16889 Multi Pass method for evaluISO 16889 Multi‐Pass method for evalu

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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tested according to the following 

resistance
egrityegrity
atibility with fluids

aracteristics
ersus flow characteristics
uating filtration performanceuating filtration performance 
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OFF‐LINE FILTERSOFF LINE FILTERS

Internormen 
for fine filtrat
meant as a sumeant as a su
filtration imp
operating flu
preventing ea
components.

Internormen NF‐series off‐line filters o
size allowing for high dirt‐retaining cap
The easily accessible filter element can

A il bl tiAvailable options
Water absorption filter elements (Wat

Products
NF 250
NF 631
NF 1000

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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Off‐Line Filters are partial flow filters 
tion of hydraulic and lubrication circuits 
upplement to the main filter Off‐lineupplement to the main filter. Off‐line 
proves the cleanliness and quality of 
ids and prolongs its durability, thereby 
arly wear and tear of system 
.

offer a large filtration area in a compact 
pacity even with a small filter fineness. 
n be changed quickly and without tools.

tersorp)
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BREATHER FILTERSBREATHER FILTERS

The Eaton Int
"breathe" air
falls. The filte
contaminatiocontaminatio
fluid. This circ
moisture tha
equipment w
typical system

thwarmer than
difference in 
form. Breath
filtering out d

Desiccant air breathers prevent water 
fluid reservoirs where differential pres
expansion and contraction of the fluid
procedures. Breathers utilize the entir
extract water vapor out of the air as soextract water vapor out of the air as so
solid particles are removed by a 3 um 
dry air to enter the system.

Characteristics
Available in 4 sizesAvailable in 4 sizes
Refillable with drying agent
Available with adapter and clogging in
Replacement spin‐on air filter available
Seal and plastic plug prevent moisture

INTERFLUID Hidráulica S.L.U  ‐ Ctra. de Torrelles, 34 ‐
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ternormen tank breather filters 
r in and out as the oil level rises and 
ers prevent the penetration of 
on form the ambient air in the hydraulicon form the ambient air in the hydraulic 
culating air contains articles and 
t can cause corrosion, increase 

wear, and reduce fluid performance. In 
ms, the internal hydraulic fluid is 
th t l i t Thin the external environment. This 
temperatures causes water vapor to 
ers protect your hydraulic system by 
damaging moisture and particles.

and other contaminants from entering 
ssures can occur through thermal 
, or during filling or emptying 
e filter area and have the ability to 
oon as it enters the unit Accompanyingoon as it enters the unit. Accompanying 
absolute glass filter, allowing only clean, 

dicator
e separately
e entering before installation
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BREATHER FILTERSBREATHER FILTERS

Applications
Hydraulic systems
Bearing lubrication systems
Mobile earthmoving equipmentMobile earthmoving equipment
Gearboxes
Robotic hydraulic systems
Mobile tank systems
Diesel fuel storage tanks
Transformers with oil cooling systemsTransformers with oil cooling systems
Vacuum and welding chambers
Agricultural equipment

Products
BFD Series BFD 95 130BFD Series BFD 95‐130
BF‐WP
EBF
NBF
TBF 
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